


MSA6-2.4V/1795 COBHRAM

Multi Sector Antenna

Provisional Specification

The most important thing we build is trust.
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Provisional performance patterns
available.
Azimuth Polar Plot - v Elevation Polar Plot -
Sector Sector
ELECTRICAL
CONTAINS 5 SECTORS
T ] AND 1 OVERHEAD Frequency: 2.0-2.7 GHz
ANTEN NA—\ Gain: Sectors-8.0 dBi Typ.
?155.6 [6 13} Overhead - 7.0 dBi Typ.
>C<; - : Polarisation: Sectors - Linear (Vertical)
al R/L Hand Circular
<(D' Beamwidth: Sectors- 110" (Az) x 36" (El) Approx.
g Cross Polar: 20dB Typ.
- VSWR: 2:1
i
S Power Rating: 10W
SIDE S Front to Back: Sectors - 15dB Typ.
VIEW Electrical Tilt: 0
MECHANICAL
mmjuis = S Standard Finish: Gloss White
Mass: 2.0Kg/ 4.4 Ibs Approx.
Temperature: —-20"to+50°C
Wind Loading: 7.5Kg/16.6 Ibs@ 100 mph
MOUNTING OPTIONS
MOUNTING VIA e '
M10 X 15 [0.59] DEEP HOLES, Kits Available: _ None
EQUI. SP. ON 100 [3.94] PCD See Separate Data Sheets
BASE 6 x SMA(F) CONNECTORS ,
VIEW GA:  1795-A Issued: 310310
Dimensions: mm [inches] M (HM,L)
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